
Whynter 24 inch Built-In French-door Dual Zone 
Stainless Steel 60 Can 20 Bottle Beverage/Wine Refrigerator

BSR-6020FDS

INSTRUCTION MANUAL

Congratulations on your new Whynter product. To ensure proper operation, please read this Instruction Manual carefully before
using this product. Keep this manual in a safe place for future reference.





Whynter - Redefining Luxury Since 2006

Born from Innovation, Built for Excellence

Since 2006, Whynter, based in California, USA, has been dedicated to redefining modern 

living through high-end appliances that combine craftsmanship, quality, and cutting-edge 

technology.

Crafted to exceed and designed to inspire, each product is built with premium materials 

and precision engineering to deliver superior performance, energy efficiency, and sleek 

design.

Whynter is more than an appliance. It is a statement of distinction. A symbol of modern 

sophistication, it elevates everyday living into a refined experience.



SAFETY PRECAUTIONS

APPLIANCE SAFETY

Your safety and the safety of others are very important to us.

This is the Safety Alert Symbol. This symbol alerts you to potential hazards that 
may result in serious injury. All safety messages will follow the Safety Alert 
Symbol and either the words ”DANGER” or “W

To reduce the risk of fire, electrical shock, or injury when using your appliance, follow 

these basic precautions:

ARNING”.

DANGER

WARNING

Danger means that failure to heed this safety 

CAUTION

statement may result in severe injury or death.

Warning means that failure to heed this safety 
statement may result in extensive product damage, 
serious injury,  or death.

Caution means that failure to heed this safety 
statement may result in minor or moderate injury, or 
property or equipment damage.

All safety messages will alert you to know what the potential hazard is, tell you how to reduce the 
chance of injury, and let you know what can happen if the instructions are not followed.

IMPORTANT SAFEGUIDES

Before the appliance is used, it must be properly positioned and installed as 
described in this manual, please read the manual carefully. To reduce the risk 
of fire, electrical shock or injury when using the appliance, follow basic 
precautions, including the following:

DANGER

Plug into a grounded 3-prong outlet, do not remove grounding prong, do not use an adapter , and 
do not use an extension cord.

Do not use if the power supply cord is damaged. If damaged, it must be replaced by a qualified 
electrician.

It is recommended that a separate circuit, serving only your appliance be provided. Use receptacles 
that cannot be turned off by a switch or pull chain.

Never clean appliance parts with flammable fluids or harsh chemicals. These fumes can create a 
fire hazard or explosion.





PRODUCT PARTS

PRODUCT FEATURES



 

Beverage Refrigerator (Left Zone) Capacity: 60 standard 12oz cans 

Wine Refrigerator (Right Zone) Capacity: 20 standard 750ml wine bottles 

Dual zones for storing different beverage can and wine varietals

Stainless steel glass doors with sleek black cabinet

Luxurious curved handlebars

Tempered double-pane glass for UV protection

Adjustable thermostat for both zones

Three-color LED Interior Lights with switch On/ Off

Powerful fan-circulated compressor cooling

Fahrenheit and Celsius degree optional temperature indicators

3 removable glass shelves -Beverage Refrigerator (Left Zone)

6 removable wooden shelves -Wine Refrigerator (Right Zone)

Environmentally friendly refrigerant

PRODUCT FEATURES

Its standard counter height makes it ideal for in-cabinet installation. The front-venting design allows 
you to install this beverage/wine refrigerator under a kitchen counter or cabinet. Effortlessly control the  
LED light and temperature settings of your refrigerator using the digital control panel. While the see-
through tempered double pane glass door displays your beverage collection, this unit is also 
equipped with three-color interior light that makes it easy to find exactly what you're looking for . It 
features fan-forced circulation to maintain an evenly-cooled space ensuring consistent temperatures 

The Whynter BSR-6020FDS Beverage/Wine Refrigerator is a sophisticated addition to any home and 
perfect for cooling and storing your favorite beers and canned beverages. With its reversible and 
elegant full glass door, this beverage refrigerator blend well and accent any decoration.

throughout the interior for more effective and efficient operation. 

Features

Technical Data:

Voltage:

Rated Current:

Capacity:

Temperature Range:

Net Weight:

Gross Weight:

Unit Dimension:

Packaging Dimension:

Refrigerant:

115V/60Hz

Left Zone: 60 standard 12 oz. cans

1.2A

Right Zone: 20 standard 750ml wine bottles

Left Zone: 36°F- 72°F (2°C- 22°C)
Right Zone: 36°F- 72°F (2°C- 22°C)

103.8 lbs

119.3 lbs

23.4"W x 22.4"D x 34"H

27.1"W x 26.3"D x 38.8"H

R600a



INSTALLATION INSTRUCTIONS

  

 

• Remove the exterior and interior packing.

• Before connecting the appliance to the power source, let it stand upright for approximately 4 hours.
     This will reduce the possibility of a malfunction in the cooling system from handling during 
     transportation.

• Clean the interior surface with lukewarm water using a soft cloth.

• Install the handle on the door.

Installation of the Appliance

These appliances are designed for both built-in or free standing installation. For built-in installation, 

ensure proper service access and ventilation, allow at least ¼" (6.35mm) space on each side and at 

• The appliance is designed for built-in, recessed or freestanding installation.

• WARNING: Do not store or install the appliance outdoors.

• CAUTION: This appliance is designed for storing and cooling beverages and wines. Do not store 
perishable food, medicine or other medical products.

• Place your appliance on a hard and level floor that is strong enough to support it when it is fully 
loaded. 

• We do not recommend installing the appliance on carpet.

• To level your appliance, adjust the leveling legs at the bottom of the appliance if needed.

• For freestanding installation, 5 inches (127mm) of space between the back and sides of the 
     appliance are suggested, which allows the proper air circulation to cool the compressor and 

     condenser. Even for built-in installation, it is a must to keep a ¼" (6.35mm) space on each side and  
     at the top. And the air vent at the front of the appliance must never be covered or blocked in any 
     way.

• NOTE: Do NOT install the appliance near an oven or other heating source. Direct sunlight may 
     affect the acrylic coating and heat sources may increase electrical consumption. For best 
     performance, do not install the appliance behind a cabinet door or block the base grille.

• Avoid locating the appliance in area that may be exposed to excessive moisture.

• Plug in the appliance into an exclusive, grounded wall power outlet. Do not under any circumstances
     cut or remove the third (ground) prong from the power cord. Any questions concerning power and/or
     grounding should be directed toward a qualified electrician or an authorized service center.

Built-in Cabinet Instructions

the top.

Before Using the Appliance

Minimum Width: 23.65"

Minimum Depth: 22.65"

Minimum Height: 34.25"



Electrical Connection

WARNING

INSTALLA

This appliance requires a standard 115/120 Volt AC ~/60Hz electrical ground outlet with three-prong. 
Have the wall outlet and circuit checked by a qualified electrician to make sure the outlet is properly 
grounded. The cord should be secured behind the appliance and not left exposed or dangling to 

Improper use of the grounded plug can result in the risk of electrical shock. If the power cord 
is damaged, have it replaced by a qualified electrician or contact Whynter Service Department

The appliance should always be plugged into its own individual electrical outlet which has a voltage 
rating that matches the rating label on the appliance. This provides the best performance and also 
prevent over loading house wiring circuits that could cause a fire hazard from over heated. Never 
unplug the appliance by pulling the power cord. Always grip the plug firmly and pull straight out from 
the receptacle. Repair or replace immediately all power cords that have become frayed or otherwise 
damaged. Do not use a cord that shows cracks or abrasion damage along its length or at either end.
When moving the appliance, be careful not to damage the power cord.

prevent accidental injury.

TION INSTRUCTIONS

Extension Cord

Because of potential safety hazards, it is strongly recommended that you do not use an extension cord 
with this appliance. However, if you must use an extension cord, it is absolutely necessary that it be a 
UL/ CUL-Listed, 3-wire grounding type extension cord having a grounding type of plug and outlet, and  
that the electrical rating of the cord is 115 volts and at least 10 amperes.

Installing the Handle

Rubber gasket 

Flat washer

Lock washer

Screw

Handle

Door frame

1. Remove door gasket. The gasket
can be easily displaced by hand, 

This stainless steel handle that is not required for operation. 
To install the handle please follow the below instructions:

no tools are necessary.

3. Install the handle tightly as 
shown with the two screws, lock 
washers and flat washers provided.
(DO NOT over tighten as this will 
cause damage to the handle and 

2. Use a flat-head screwdriver to 
remove the two pre-installed 
decorative screw covers from the 
back of the door. Some models 
have no decorative covers.

stainless steel door frame).    

4. Replace the door gasket.
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